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Specification Type Type-2 Type-2
Type-1 

Can only operate via 
PTL Remote

Type-1 
Can only operate via 

PTL Remote

Solar YES NO NO NO

Battery Charger OPTIONAL YES YES YES

Operation Run Time without charging (Hrs) 168 UP TO 24 UP TO 24 UP TO 24

Demand Mode (Vehicle Detector) OPTIONAL OPTIONAL NO NO

Hi-Gain Antenna YES NO NO NO

Direct Link (Wired Option) OPTIONAL YES NO NO

DS-Live Programming OPTIONAL OPTIONAL NO NO

Internet Mode OPTIONAL OPTIONAL NO NO

Smart Terminal Remote OPTIONAL OPTIONAL YES OPTIONAL

RF Long Range Remote OPTIONAL OPTIONAL OPTIONAL NO

Password Access Options YES YES NO NO

Target Board YES YES YES YES

Gating Mode (Single Light Operation) YES YES YES ONLY

Shuttle Mode YES YES YES NO

COPY Mode (Plant Crossing) YES YES YES NO

T-Junction (3 lights required) YES YES NO NO

Intersection Mode – 2 sets (4 lights) required YES YES NO NO

Auto Return mode YES YES NO NO

On-The-Fly Red/Green timing update YES YES NO NO

Different Red/Green time YES YES YES YES

Auto (timed) Sequence YES YES Using T.E.S.T. 
Mode

Using T.E.S.T. 
Mode

Pedestrian Mode OPTIONAL Future Option NO NO

Countdown Timer (For a set) OPTIONAL OPTIONAL NO NO

Boom Gate (Future Option) OPTIONAL OPTIONAL NO NO
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